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■  Specifications
Input Impedance 470 kΩ
Output Impedance 1 kΩ (VR max.)

4.7 kΩ (VR center)
Frequency Range, Level DEEP 200 Hz – 10 kHz, –20dB

SHALLOW 150 Hz – 6 kHz, –10dB
Jacks INPUT jack (6.3 ø monaural)

OUTPUT jack (6.3 ø monaural)
Power S-006P (6F22) 9V battery × 1 (sold separately)
Power consumption Less than 2mA
Dimensions (W×H×D) 140 × 60 × 88 mm (5-1/2” × 2-3/8” × 3-7/16”)
Weight (without batteries) 380 g (13.4 oz)

* Design and specifications are subject to change without notice.

Rear Panel

■ Easy to use parametric equalizer designed specifically to
Nathan East’s specifications.

■ “Q” control offers two different EQ curves or Flat response.

■ Frequency and Level controls to adjust the amount of sound
shaping.

■ Plug and play simplicity, battery powered.

• Q=SHALLOW

“Deep-4” is Nathan’s Favorite Setting.

• Q=DEEP

FREQUENCY

Discover the secret to the Nathan East
sound. The NE-1 is an easy to use

parametric EQ that helps you find the sound
you’ve been searching for. It’s the same

magic box that Nathan has been using to
obtain his special sound for years.


